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บทคดัยอ่  
 

การศึกษาคร้ังน้ีเป็นการจ าลองพฤติกรรมการพงัทลายของคนัดินบริเวณประตูระบายน ้ าบางโฉมศรี 
โดยการน าโปรแกรมแบบจ าลอง iRIC มาประยุกต์ใช้ในการวิเคราะห์ผลพฤติกรรมทางชลศาสตร์                  
ซ่ึงทางผูว้จิยัไดท้  าการเก็บรวบรวมขอ้มูลค่าระดบัคราบน ้ าท่วมในพื้นท่ีจริงและก าหนดค่าพารามิเตอร์ 
เพื่อใช้เป็นขอ้มูลป้อนเขา้ในการสอบเทียบโปรแกรมแบบจ าลอง ซ่ึงผลจากการสอบเทียบค่าระดบั
คราบน ้ าท่วมจากโปรแกรมแบบจ าลองและจากการส ารวจ พบวา่ค่าแมนน่ิงท่ี 0.035 มีความแม่นย  า
มากท่ีสุด เน่ืองจากมีค่าสัมประสิทธ์ิสหสัมพนัธ์ 2( )R เท่ากบั 0.943 ค่าประสิทธิภาพของ Nash and 
Sutcliffe ( )  เท่ากบั 1.000 เมตร และค่ารากท่ีสองของค่าความคลาดเคล่ือนก าลงัสองเฉล่ีย ( )RMSE

เท่ากบั 0.036 เมตร จากนั้นจึงน าแบบจ าลองไปประยุกตใ์ชใ้นการศึกษาโดยแบ่งออกเป็น 3 กรณี คือ
ในกรณี ท่ี 1 การวเิคราะห์ความไวของขนาดกริด ซ่ึงจากผลท่ีไดพ้บวา่การเลือกใชก้ริดท่ีมีขนาด (1.00 
เมตร x 1.00 เมตร) มีพฤติกรรมการพงัทลายของคนัดินมีความคลา้ยคลึงกบัเหตุการณ์จริงมากท่ีสุด 
นอกจากน้ีขนาดช่องขาดท่ีเกิดข้ึนมีความคลาดเคล่ือนจากขนาดของช่องขาดจริงเพียงร้อยละ 2.02 
เท่านั้น และในกรณีท่ี 2 คือการวเิคราะห์ยอ้นกลบัของอตัราการไหลท่ี 480 และ 700 ลูกบาศก์เมตรต่อ
วนิาที ในการวเิคราะห์ผลพบวา่อตัราการไหลท่ีมีความใกลเ้คียงและสอดคลอ้งกบัสภาพเหตุการณ์จริง 
คืออตัราการไหลท่ี 480 ลูกบาศก์เมตรต่อวินาที เน่ืองจากค่าระดับคราบน ้ าท่วมท่ีได้มีค่าระดับ
ใกลเ้คียงกบัค่าระดบัคราบน ้าท่วมท่ีเกิดข้ึนจริงมากท่ีสุด และในกรณีท่ี 3 คือการวิเคราะห์เปรียบเทียบ
ค่าความหนาแน่นของดินท่ี 100% ,90% และ 80% พบวา่ค่าความหนาแน่นของดินท่ี 80% จะมีขนาด
ความลึกและความกวา้งของช่องขาดสูงสุด ซ่ึงแสดงให้เห็นว่าค่าความหนาแน่นของดินมีผลต่อ
พฤติกรรมการกดัเซาะและการพงัทลายของคนัดิน 
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Abstract 
 

Therefore this research is aimed to study and simulate behavioral failure of earthen dike by using 
application program iRIC. The research has collected flood stains level and input parameters data    
to use calibration for precision is program iRIC. Which from calibration that Manning’s coefficient 
0.035 found it has correlation coefficient 2( )R =0.943, Efficiency Index ( ) = 1.000 and                    
Root Mean Square Error ( )RMSE =0.036 m. when calibration analyzed between program iRIC and 
field monitoring data. The analyzed result is divided into 3 cases. The First case is sensitivity 
analysis of grid size. The result of the analysis was which used grid size (1.00 m x 1.00 m) has 
behavior failure of earthen dike due to the increasing volume of water until the overflow flooded the 
earthen dam, resulting in the earthen dike being eroded. Furthermore width of the earthen dike has 
percent error 2.02. The Second case is back analysis flow rate of water 480 m3/s and 700 m3/s. The 
results of the analysis found flow rate of water 480 m3/s has behaviors that are consistent and similar 
to behavioral that failure of earthen dike. This is because the flood level data of flow rate of water 
480 m3/s has behaviors are consistent and similar to what caused by the field monitoring data. In the 
last case comparisons of soil densities at 100%, 90% and 80%. The result of the analysis found soil 
density of 80% has the earthen dike has highest depth and width. Which the indicate that density of 
soil affects the physical behavior of failure earthen dike. 
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