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บทคัดย่อ 

 

 

งานวิจยัน้ีน าเสนอผลการทดสอบการเพิ่มก าลงัไฟฟ้าของแผงโฟโตโวลตาอิก โดยศึกษาผลกระทบ

จากการใชเ้ทคนิคการปรับเปล่ียนมุมของแผน่สะทอ้นรังสีอาทิตยแ์ละการพ่นน ้ าลงบนแผงโฟโตโวล

ตาอิกเพื่อเพิ่มก าลงัไฟฟ้า ระบบโฟโตโวลตาอิกท่ีท าการวิจยัน้ีประกอบดว้ย แผงโฟโตโวลตาอิกชนิด

อะมอร์ฟัส เคร่ืองสูบน ้ า ถงับรรจุน ้ า หวัพ่นน ้ า และแผน่สะทอ้นรังสีอาทิตย ์เพื่อเพิ่มค่าความเขม้รังสี

อาทิตยท่ี์ตกกระทบบนแผงโฟโตโวลตาอิก ไดท้  าการปรับเปล่ียนมุมของแผน่สะทอ้นรังสีอาทิตย ์และ

เพื่อให้ไดค้่าความเขม้รังสีอาทิตยสู์งสุดจึงไดน้ าสมการทางคณิตศาสตร์มาค านวณหามุมท่ีเหมาะสม

ของแผน่สะทอ้นรังสีอาทิตยด์ว้ย การลดอุณหภูมิของแผงโฟโตโวลตาอิกท าไดโ้ดยการพ่นน ้ าลงบน

ผวิหนา้ของแผงโฟโตโวลตาอิก โดยไดท้  าการทดลองหาอตัราการไหลของน ้าท่ีเหมาะสม   ซ่ึงจากการ

ทดลองพบวา่ ท่ีต าแหน่งมุมของแผน่สะทอ้นรังสีอาทิตยท่ี์เหมาะสมและอตัราการไหลของน ้า 3 ลิตร/

นาที ได้ค่าก าลังไฟฟ้าเท่ากับ 42.99 วตัต์ และค่าประสิทธิภาพมีค่าเท่ากับ 5.94% เม่ือท าการ

เปรียบเทียบกบัแผงโฟโตโวลตาอิกท่ีไม่ได้มีแผ่นสะท้อนรังสีอาทิตยแ์ละไม่ได้มีการลดอุณหภูมิ 

พบวา่มีค่าก าลงัไฟฟ้าเพิ่มข้ึน 34.2% และค่าประสิทธิภาพเพิ่มข้ึน 11.81% ตามล าดบั 
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Abstract 

 
This research presents the results of tests that were conducted to increase the electric 

power of photovoltaic (PV) cells.  The study outlines the potential effects of a technique 

that involves adjustment to a flat plate reflector and spraying water on photovoltaic (PV) 

cells to increase their electric power. The PV systems described in this research are 

composed of amorphous PV cells, a water pump, water storage tanks, spraying water 

nozzles and a flat plate reflector. To increase solar radiation intensity on the PV cells, the 

position of the reflector was changed, and ultimately, numerical calculations were used 

to assure maximal concentration of solar radiation intensity. The PV cell’s temperature 

was decreased by spraying water over the PV cells.  The optimum water flow rate was 

carefully examined. With the reflector in its optimal position and a water flow rate of 3 

l/min, it reached the power output of 42.99 W and an efficiency of 5.94%, which represent 

an improvement of  34.2% and 11.81% respectively, when compared to a traditional 

system.     
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